
Heavy-current cable butting connector

Advantages:

•The male plug is provided with a quick-connect nut anti-rotation device to play the role of nut anti-rotation.
•Increase the assembly clearance of pin to prevent damage of connector caused by thermal expansion and 
cold contraction.
•Add a variety of coding to the insertion of male and female plugs to avoid wrong insertion.
•Color codes distinguish three - phase cables.
•Double crown spring is adopted to increase the contact area of male and female pins.
•Protection against electric shock.
•Add the wire size mark to the pin.
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Heavy-current cable butting connector

Insert Designation Order No.
Male HW-MC01-T-D37 182 000 410 3001

Wire gauge(mm2) Designation Order No.
240 HW-MC800S-240 101 035 110 2401

Heavy-current cable butting connector

1000V   800A  
Technical characteristics
Specifications
Specifications DIN EN 60 664

DIN EN 61 984
Approvals
Number of contacts Mechanical date
Electrical parameters： 1 Housing material PA
Rated current Contact material Copper alloy
Rated voltage 800A surface Hard-gold plated
Test voltage Urms (AC) 1000V Terminal Crimp version
Wire gauge 12kV Gasket and O ring FPM
Surge voltage category 240mm2 Ambient temperature -40℃ ...+125℃
Pollution degree III Locking type Quick lock
Pollution degree 3 Mechanical working life ＞ 100

Degree of protection IP65
Cable diameter 32-37mm
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Male,Crimp terminal  

Male,Crimp contacts

Remark: SPQ is 1pc
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Insert Designation Order No.
Female HW-FC01-T-D37 182 000 420 3001

Wire gauge(mm2) Designation Order No.
240 HW-FC800S-240 101 035 120 2401

Heavy-current cable butting connector

1000V   800A  
Technical characteristics
Specifications
Specifications DIN EN 60 664

DIN EN 61 984
Approvals
Electrical data Mechanical date
Number of contacts 1 Housing material PA
Electrical parameters： Contact material Copper alloy
Rated current 800A surface Hard-gold plated
Rated voltage 1000V Terminal Crimp version
Test voltage Urms (AC) 12kV Gasket and O ring FPM
Wire gauge 240mm2 Ambient temperature -40℃ ...+125℃
Surge voltage category III Locking type Quick lock
Pollution degree 3 Mechanical working life ＞ 100

Degree of protection IP65
Cable diameter 32-37mm
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Female,Crimp terminal  

Female,Crimp contacts
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Remark: SPQ is 1pc
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Assem
bly instructions

Assembly instructions

Installation steps

Step 1 

Step 2：Crimping

Step 3：fastening

Step 4：matching the slot

Step 5：installation complete


